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BREAKERS NOTES:
GAD13 on AHRS
GAD29 on GPS
AUTO PILOT (Control and servos)

GARMIN

CO DET power from GEA-24

Strobe / taxi shared breaker
GMU11 on AHRS 2
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GSB-15

"Clearance delivery bus"

locking log%?%@ATT/ALT
NO IBBS
Using GAD-13 + C307PS OAT probe (Already owns)
Dual SDS CPI2 (Already installed)
2 ALT /1 BATT (PRI, B&C STBY B&C EXT reg)
FLYLED's "The works" kit L/T/N/S
GAD-27 control of Wig Wag
Cust already owns air vents!
Engine bridge landing height controller (FUSES), and provide 12V and audio input)
Wire for GAD-13 (NO GTP-59)
NO AUTOPILOT SWITCH
NO AVI MSTR SWITCH
"AOA VOL" 100K dimmer (Use matching knob) for OnSpeed AoA audio callout box

locking toggle CO-STK enable
) STICKS:
PTT
A/P DISC
TRIM
Com freq flip/flop
Com swap
Flaps

SDS WORK SCOPE: Boost pump
Cut holes for breakers / switches / controller Start
Laser engrave graphics (Customer provided nomenclature) a
Customer will install breakers, unit, switches and do all wiring for this system.

ALTERNATE THROTTLE PROPELLER MIXTURE
AR

PAINT/FINISH:
Sherwin-Williams SW 6993 - "Black of Night".

DISCRETES: (Provide all avail spares***)
GAP-26 REG
Boost pump ON
TOGA
CO DET (3 Discretes, 0-5Volts)
Aithre Metis (3 discretes, 0-5v)
AFR Monitor (0-5Volts)
Start armed
Start engaged
AFR500v2 Ballenger, (Air-Fuel Ratio)
Already installed
(Needs power, Ground, and GEA Discrete)






